PAVEMENT COATING

1. ALL WORK SHALL BE DONE UNDER A CITY CONSTRUCTION AND EXCAVATION PERMIT AND IN ACCORDANCE
WITH THE STANDARD SPECIFICATIONS.

2. PAVEMENT COATING MATERIAL SHALL BE CATIONIC QUICK—SETTING ASPHALTIC EMULSION (CQS—1H) WITH
COMBINED AGGREGATE AND 2 1/2% LATEX MODIFIERS, TYPE 1 FOR PAVEMENTS IN GOOD CONDITION AND
TYPE 2 FOR DISTRESSED PAVEMENT AS SHOWN IN TABLE 203-5.3 (A) OF THE STANDARD SPECIFICATIONS.
CONDITION OF PAVEMENT TO BE DETERMINED BY THE PUBLIC WORKS INSPECTOR.

3. LIMITS OF WORK SHALL BE PER PLAN OR AS MARKED BY THE INSPECTOR.

4. ALL RESIDENTS AND BUSINESSES IN THE AREA IMPACTED BY THE WORK SHALL BE NOTIFIED BY MAIL
POSTMARKED AT LEAST SEVEN (7) DAYS PRIOR TO COATING WORK AND SHALL BE NOTIFIED THREE (3) DAYS
IN ADVANCE WITH DOOR HANGERS LEFT ON THE ENTRANCE DOOR OF EACH RESIDENCE OR BUSINESS. DOOR
HANGERS SHALL LIST CONTRACTOR'S NAME, ADDRESS AND PHONE NUMBER, AND DATE(S) OF WORK WITH
APPLICABLE TRAFFIC RESTRICTIONS. NOTICES MUST BE PRE-APPROVED BY THE CITY BEFORE THEY ARE
DELIVERED TO RESIDENTS.

5. THE CONTRACTOR IS RESPONSIBLE TO POST ‘TEMPORARY NO PARKING” SIGNS AT LEAST 72 HOURS (THREE
WORK DAYS) IN ADVANCE OF THE FIRST DATE OF ENFORCEMENT. EACH SIGN MUST INCLUDE THE BEGINNING
AND END DATES AND THE HOURS IN EFFECT (IF NOT 24 HOURS/DAY). ‘TOW—AWAY" AND “CITY OF
TORRANCE" MUST BE WRITTEN ON THE SIGN FACE.

SIGNS SHALL BE PROFESSIONALLY MADE OF MOISTURE—RESISTANT, HEAVY DUTY CARDBOARD OR OTHER
APPROVED MATERIAL. ALL SIGNS SHALL BE MAINTAINED BY THE CONTRACTOR AND KEPT FREE OF GRAFFITI.
ANY SIGN WHICH BECOMES ILLEGIBLE OR IS REMOVED SHALL BE REPLACED WITHIN 24 HOURS (ONE WORK
DAY). THE CONTRACTOR SHALL ONLY BE PERMITTED TO RESTRICT PARKING FOR THE MINIMUM TIME
NECESSARY TO COMPLETE ONGOING WORK AND SHALL BE RESPONSIBLE TO REMOVE AND REPOST
“TEMPORARY NO PARKING” SIGNS IF AND WHEN PARKING CAN BE RESTORED FOR MORE THAN FIVE (5)
CONSECUTIVE DAYS, UNLESS OTHERWISE APPROVED BY THE CITY.

THE CONTRACTOR SHALL OBTAIN APPROVAL FOR THE SIGN AND THE PLACEMENT THEREOF FROM THE
INSPECTOR. IMMEDIATELY AFTER THIS APPROVAL AND POSTING, THE CONTRACTOR SHALL NOTIFY TORRANCE
POLICE DEPARTMENT, TRAFFIC DIVISION, AT 310—618-5557 FOR REVIEW AND ENFORCEMENT. IN ADDITION,
CONTACT THE TORRANCE FIRE DEPARTMENT AT 310-765-7042, AND THE POST OFFICE, EFFECTED SCHOOLS
AND BUS/TRANSIT COMPANY.

6. NO PAVEMENT COATINGS SHALL BE APPLIED ON THE DAY OF TRASH PICK UP FOR THAT STREET OR
ALLEY. CALL 310-781-6900 FOR TRASH COLLECTION SCHEDULES.

7. STREETS RECEIVING COATING SHALL BE BARRICADED UNTIL COATINGS HAVE CURED SUFFICIENTLY TO ALLOW
VEHICULAR AND PEDESTRIAN TRAFFIC. BARRICADES AT EACH JOB LOCATION SHALL BE MANNED BY AT LEAST
ONE OF CONTRACTOR'S EMPLOYEES UNTIL BARRICADES ARE REMOVED.

8. EXISTING PAVEMENT MARKINGS (THERMOPLASTIC, PAINT, EFOXY, REFLECTORS, ETC.) SHALL BE REMOVED BY
EITHER GRINDING OR WET SANDBLASTING, PRIOR TO APPLICATION OF COATING. REPLACEMENT PAVEMENT
MARKINGS SHALL BE APPLIED A MINIMUM OF TWO (2) DAYS AFTER COATING IS APPLIED ON CONVENTIONAL
ASPHALT, A MINIMUM OF SEVEN (7) DAYS ON RUBBERIZED ASPHALT, AND SHALL BE OF THERMOPLASTIC
MATERIAL. COORDINATE REPLACEMENT PAVEMENT MARKINGS WITH THE PUBLIC WORKS DEPARTMENT AT
310-781-6900.

8. CLAIMS FOR CLEANING OF VEHICLES, LAWNS, SIDEWALKS, ETC. SHALL BE THE RESPONSIBILITY OF THE
CONTRACTOR.

10. CONTRACTOR SHALL BE RESPONSIBLE TO ESTABLISH ALTERNATE DATE(S) FOR STREET CLOSURE IF RAIN
OR OTHER CONDITIONS STOP WORK ON THE CHOSEN DATE(S) AND TO NOTIFY ALL RESIDENTS, BUSINESSES
AND AGENCIES OF THE CHANGE(S). CONTRACTOR SHALL BE RESPONSIBLE TO CORRECT OR REPLACE ALL
SIGNS.

11. CONTRACTOR SHALL MAKE AVAILABLE FOR THE PUBLIC WORKS INSPECTOR’S REVIEW, ON A DAILY BASIS,
AS—BUILT DRAWINGS FOR WORK PERFORMED UP TO AND INCLUDING THE PREVIOUS DAY’S ACTIVITIES.
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